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directly into the system PLC to provide the highest level 
of system protection.    As for the overall infrastructure, 
Elgin’s CSI-D4™ Fully-Integrated VCD Package can be 
built on a rugged skid or on a trailerized platform.   Both 
configurations include a maintenance and service deck to 
support the VCD, feed hopper and centrate tank.   Further, 
a complete staircase is provided, along with an secondary 
emergency ladder.   All decks and stairs come fitted with 
OSHA compliant railings.  

No other system in the market can achieve the results 
provided by Elgin’s CSI-D4™ Fully-Integrated VCD Package.   
More importantly, no other system in the market provides 
this level of turn-key integration.

System Benefits 

•	 Designed to reduce waste cuttings moisture on 
	 waste solids by 90%. 

•	 Recover thousands of gallons of fluid and water 
	 that would normally have been disposed of with 
	 the waste cuttings.  

•	 Dewatered waste solids dramatically reduce,  
	 waste disposal trucking fees. 
 
 

System Features 

•	 CSI-D4™™ Patented Vertical Cuttings Dryer 

•	 HMI Touch-Screen Control Panel 

•	 Elgin Telescoping Solids Discharge Belt Conveyor 

•	 VFD Driven Screw Auger Hopper Feed System 

•	 Centrate Collection Tank with Mud Gun Agitation, 
	 High/Low Level Sensors, and Exterior level Gauge 

•	 Progressive Cavity Feed Pump

Elgin’s Proprietary Extracting, Fully-Enclosed Belt Conveyor with Telescoping 
Base Stand

Elgin’s Sophisticated Centrate Collection System Provides Operators 
Redundant Transfer Pumps and Redundant Level Control

Elgin’s Proprietary HMI Control Interface Can Provide Wi-Fi Control 
of the Entire System

No other system in the market can achieve 
the results provided by Elgin’s CSI-D4™ 
Fully-Integrated VCD Package. More im-
portantly, no other system in the market 
provides this level of turn-key integration.
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Model Number: CSI–03 CSI–D3 CSI-04 CSI-D4

Equipment 
Image:

Feed Capacity*:
25 to 40 TPH 

(6.2 to 11.11 kg/s)
25 to 40 TPH 

(6.2 to 11.11 kg/s)
40 to 80 TPH 

(11.11 to 22.2 kg/s)
40 to 80 TPH 

(11.11 to 22.2 kg/s)

Maximum G-Force 
(Sheave Size Denoted 

in Inches):

460V / 60Hz - 518 (8.0”)  
or 642 G’s (9.0”)

360V / 50Hz -445 G’s (9.0”)

460V / 60Hz -  
300 to 700 G’s (VFD)

360V / 50Hz -  
300 to 500 G’s (VFD)

460V / 60Hz - 403 (10.5”)  
or 526 G’s (12.0”)

360V / 50Hz -426 G’s (13.0”)  

460V / 60Hz -  
300 to 550 G’s (VFD)

360V / 50Hz -  
300 to 450 G’s (VFD)

Screen Opening 
Sizes:

0.008” (0.2mm) to  
0.04” (1.0mm)

[0.02” (0.5mm) Standard]

0.008” (0.2mm) to  
0.04” (1.0mm)

[0.02” (0.5mm) Standard]

0.008” (0.2mm) to  
0.04” (1.0mm)

[0.02” (0.5mm) Standard]

0.008” (0.2mm) to  
0.04” (1.0mm)

[0.02” (0.5mm) Standard]

Gear Box Ratio: 74:1 VFD Variable 71:1 VFD Variable

Lubrication System Active Oil Pump Circulation Oil Sealed Active Oil Circulation Oil Sealed

Weight  
(Without Stand):

4,400 lbs (1,995 kgs) 3,900 lbs (1,769 kgs) 7,700 lbs (3,492 kgs) 7,300 lbs (3,357 kgs)

Screen Surface 
Area:

7.11 sq. ft. (0.661 sq. m.) 7.11 sq. ft. (0.661 sq. m.) 13.3 sq. ft. (1.25 sq. m.) 13.3 sq. ft. (1.25 sq. m.)

Motor Horsepower: 30 hp (22.71 kw)
(1) 25 hp (18.3 kw) & 

 (1) 5 hp (3.7 kw)
75 hp (60 kw)

(1) 60 hp (44.74 kw) & 
 (1) 15 hp (11.19 kw)

Voltage:
460v / 60Hz or 380V / 50Hz

3-Phase (Dual rated 
Inverter-Duty Motor)

460v / 60Hz or 380V / 50Hz
3-Phase (Dual rated 
Inverter-Duty Motor)

460v / 60Hz or 380V / 50Hz
3-Phase (Dual rated 
Inverter-Duty Motor)

460v / 60Hz or 380V / 50Hz
3-Phase (Dual rated 

Inverter-Duty Motors)

Electrical 
Classification:

Class I – Division I  
Explosion Proof – Group D  

(Temp. Rating of 55˚ C)

Class I – Division I VFD  
Explosion Proof – Group D  

(Temp. Rating of 55˚ C)

Class I – Division I  
Explosion Proof – Group D 

(Temp. Rating of 55˚ C)

Class I – Division I VFD  
Explosion Proof – Group D 

(Temp. Rating of 55˚ C)

Dimensions 
(without stand):

7’ (2.1 m) L x 5.6’ (1.7 m) W  
x 4.7’ (1.4 m) H

7’ (2.1 m) L x 5.2’ (1.6 m) W  
x 4.7’ (1.4 m) H

8.5’ (2.6 m)L x 7.3’ (2.2 m)W  
x 5.9’ (1.8 m)H

8.5’ (2.6 m)L x 6’ (1.8 m)W  
x 6.5’ (2 m)H


