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Coanda Screen
Assembly Features

1 Approach Plate: Delivers water screen 
at proper speed and direction

Screen: Cuts bottom layer of water using tilted wedge wire and 
has removable screen panel for maintenance / replacement

Mounting Angle:  Fastens assembly to structure & includes 
leveling bolts for quick adjustment during installation
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Profile Capacity/X 
ft3/s/ft

Capacity/X 
liters/s/m

Drop
in (mm)

Span
in (mm)

A0.1 0.1 9.3 6 (152) 6 (152)

A0.25 0.25 23 11 (279) 12 (305)

A0.5 0.5 46 19 (483) 20 (518)

A1.0 1.0 93 30 (762) 29 (749)

A2.0 2.0 186 50 (1270) 44 (1133)

B3.0 3.0 279 67 (1702) 56 (1422)

B4.0 4.0 372 82 (2083) 69 (1753)

C3.0 3.0 279 56 (1422) 64 (1626)

C4.0 4.0 372 68 (1727) 80 (2032)

C5.0 5.0 464 80 (2032) 95 (2413)

C6.0 6.0 557 91 (2311) 110 (2794)
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Profile Capacity  
ft3/s (liters/s)

Depth
in (mm)

Width
in (mm)

Height
in (mm)

CBS0.1 0.1 (2.8) 8 (203) 12 (305) 11(279)

CBS0.2 0.2 (5.7) 8 (203) 24 (610) 11(279)

CBS0.25 0.25 (7.1) 15 (381) 12 (305) 22.5 (572)

CBS0.5 0.5 (14.2) 15 (381) 24 (610) 22.5 (572)

CBS0.75 0.75 (21.2) 15 (381) 36 (914) 22.5 (572)

CBS1.0 1.0 (28.3) 25 (635) 24 (610) 34.5 (876)

CBS01.5 1.5 (42.5) 25 (635) 36 (914) 34.5 (876)

CBS2.0 2.0 (56.6) 25 (635) 48 (1219) 34.5 (876)

Coanda Box
 Removable screen elements
 Mounting tabs
 Welded stainless steel

Coanda Screen
 Removable screen elements (B and C series only)
 Heavy and light duty options available
 Welded stainless steel
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